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	SUBJECT:

Alcatel-Lucent OmniTouch 4135IP Conference Phone : Software 1.2.1 release note

	

	1. HISTORY

Edition 1: Creation

2. Main evolution
     - Fix for startup sound quality issue that appeared in version 1.1.1.

      - Added option to disable SIP replaces support. Found under SETTINGS -> SIP.
      - Internal ring tone is now disabled if early media is received.
3. Know ISSUES
      - The phone can't do a unattendent transfer to a sip address which contains

letters. 
      - When the NTP client is disabled the phone might lose time and date after

some day of use.  ( SR 1-100787203 )
- When entering a static IP address in the MMI one digit is lost after a while if the phone isn't rebooted after the change. ( SR 1-100771421 )
- VLAN setting : At the first deployment, via VLAN local menu, the digit "1" is already on screen but it is not enable. VLAN id might not display the correct value in status > VLAN( SR 1-100771481 )
4. Features

Confer to Alcatel-Lucent OmniTouch 4135 IP Conference Phone Datasheet under BPWS, technical knowledge base (online services) for OXER9.1 offer and www.alcatel-lucent.com site.

5. Limitations

Expensions micro : 4135 IP with 2 additional microphones. For people in remote they hear the person low. The expansion mics are uni-directional and the mic on the base unit is omni-directional. 

The mic on the base unit is attenuated -6 dB when the expansion mics are connected to compensate the expansion mics. 

No audio processing is done on the expansion mics, everything is adjusted in the base unit. 
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